


CanPal - The Tough Pallet That Can Handle Cans

Soydul C'6Y

on lll-@--lll.-.lll-

®

465 inches




The industry solution for beverage cans:
The new CanPal plastic pallet (1250 x 1180 mm, german format) is the innovative industry solution for the safe and
sustainable transport of beverage cans along the entire logistics chain.

Reinforced pallet blocks make it extremely robust, sturdy, and resistant to severe impact.

The palletis engineered to the specific stacking dimensions, conveyor designs, and truck loading systems of the
beverage industry. Like all Craemer pallets, it is made of high-quality polypropylene: durable, easy to handle and
100% recyclable.

Durable, rigid top deck with Heavily reinforced runners ensure Heavy-duty pallet block design
close-meshed ribbing. extreme unit load stability even yields unparalleled impact
under heavy loads. resistance.

Extrareinforced edge increases Beveled edges on both sides Optional spacers allow for vertical
stability and safety for strapped of runners produces optimal alignment of can stacks when using
palletloads. performance with industrial external topframes.

handling equipment.

Optional Palgrip® anti-slip clips The optional RFID transponders Multiple options for individual
on the top or bottom of the deck enable seamless tracking. logos, lettering or temporary
preventslipping. stickers.



CRAEMER

External dimension Lx W xH | 49.2x46.5x5.2inches (49.8x46.5x5.2 inches with spacers)
Material™ PP
Weight 49.6 |bs
Temperature stability -22°F to +104°F, briefly up to +194°F
toadCapact |
Static 22046 Ibs
Dynamic 2756 1bs

*1 Alltechnical datainclude characteristic features, which have been tested under specially defined conditions. Varying data may result from different conditions of usage
such as loading method, prevailing temperature and length of storage time. All data and specified information are subject to change without notice. Our service teamis
pleased tobe atyourdisposal to check the special requirements of yourindividual application.

*2 Qurservice team is available to provide detailed information about material compositions.

*3 Static load: Resistance to pressure on aflat surface with an evenly distributed load at aroom temperature of approx. 68 °F.

Dynamic load: On a forklift with an evenly distributed load ata room temperature of approx. 68 °F.
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Craemer Group is one of the world’s leading manufacturers of durable logistics solutions with more than 60 years
of experience in plastics processing. The portfolio includes plastic pallets for a wide variety of requirements and a
broad range of transport and storage containers - from stacking boxes, round containers and tubs to pallet boxes
and large wheelie bins. All Craemer products are made of high-quality plastics (polyethylene or polypropylene)
that outperform with their tried and tested quality.
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