Technical Data**

CRAEMER

MGBneo 240 | Aerosol

Disposal of used aerosols according to UN1950
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External Dimensions Lx W x H (mm)

Volume (1) 2401
Material Body /Material Lid PE/PE
Holding Capacity (kg) kg WA
[
Available colours anthracite

Characteristics

Lenght (mm): 580:5

Width (mm): 740 Height (mm): 1100

Extra equipment / Accessories*?

Containercorresponds to: EN 840, RAL-GZ951/1, Directive 2000/14/EG

External, wheel @ 200 mm, rubbertired wheels, wheelaxle fromtempered,

Travelling gear:
Receiver:
Prepared fortransponder:

galvanized steel
Comb lift
Yes

Lids openable on both sides

Automatic lock

Reflectors

Wheels 120-2401=0 250 mm/3401= 0 300 mm
Paperaperture

Glas aperture

Lid lock

Loading quantities (Pcs / Approximate amount)

Onrequest

Labelling
On the lid, on the body

*1 All specifications quoted are subjectto change.Craemer reserve the right to make changesto productdesignand specification.

*2 Extraequipment, accessories, aswell asother coloursare available atextracostand onrequest.

Craemer GmbH | Brocker Strasse 1| 33442 Herzebrock-Clarholz | Germany

Fon:+49524543-0| info@craemer.com | www.craemer.com

Craemer UK Ltd | CraemerHouse | Hortonwood 1| Telford | Shropshire TF17GN | Great Britain

Fon:+44 1952 6078-00 | Fax: +44 1952 6078-01 | sales.uk@craemer.com | www.craemer.co.uk

Disposalofused aerosolsaccording to UN1950, MGBneo 2401 Aerosol, 02/2024, Nr.1



